
Inverters Fronius

caribe

Fronius Tauro
Three-phase inverter 50 and 100 kW

TECHNICAL DATA FRONIUS TAURO

650 V

The three-phaseFronius Tauro in the 50.0 

and 100.0 kW powerclasses promises  

maximumperformanceevenunder the  

harshestconditions.

With its smart hardwaredes ign,it offers  

not only BOS cost optimization but also 

unprecedented fiexibility in sys tem des ign.  

Simple installation andthe fastest service 

on the market also guaranteemaximum  

security.

FEATURES:

•Systemdesignflexibility

•Max.performanceup to50°C

•Directsunlight

•Optimizingcosts

•ActiveDoubleWall Cooling

•Powerstagereplacement

ECO50-3-D

1

87.5 A

ECO100-3-D

1

175 A

75 / 75 / 75 A

580 - 1000 V

580 - 930 V

INPUTDATA

Number of M PP trackers  

M ax.input current (Idc max)

M ax.array short circuit current (PV1/ PV2 / PV3)  

DC input voltagerange (Udc min - Udc max)

Feed-in start voltage(Udc start)

Usable M PP voltagerange (Umpp min - Umpp max)  

Number of DCconnections (PV1/ PV2 / PV3)

M ax.PV generator power (Pdc max)

7/7/-

75 kWpeak

7/7/8 

150 kWpeak

ECO50-3-D

50,000 W

50,000 VA

76 A

ECO100-3-D

100,000 W

100,000 VA

152 A

OUTPUTDATA

ACnominal output (Pac,r)

M ax.output power

ACoutput current (Iac nom)

Grid connection(Uac,r) 3~ NPE 400/230 V 
3~ NPE 380/220 V

Frequency (frequency range fmin- fmax)

Power factor(cos φac,r)

27.7A

24.0A

33.3A

28.9A

ECO 50-3-D ECO100-3-D

755 x 1109 x 346 mm (without wall mount)

GENERAL DATA
Dimensions (height xwidth xdepth)  

Weight

Degree ofprotection  

Protectionclass

Night-timeconsumption

Cooling

Installation

Ambient temperature range

DC technology

72 kg 101kg

IP 65

1

< 16 W

Active cooling technology and double wall system

Indoor and outdoor

- 40 to + 65 °C 2

DC direct connection: Stäubli Multicontact MC4
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